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1. Firmware Field programming is performed in  |momms e oo o0
the Training/Control Screen. Begin by Use CoM
clicking the “Data” tab, then choosing .
“Discovery Setup”. PLEASE NOTE: You Use COM
must be running the latest updated version of e cove
the Discovery software in order to update the v
Discovery Firmware. Playback Fie

Save EEG Data

Low Freq Cutoff Filter
60Hz Motch Filter
50Hz Motch Filter

Show Login Data

Eyes Open

Discovery Setup

2. When the “Discovery Hardware Module e
Maintenance” Window appears, click the L
“Check M Od ule” B utton Do not uge this control unless instructed to do so by Brainkaster Technologies, nc.

Inappropriate use of this contral could cause pou to have to return your device to the factary.

Freszs Check Curent Firmware Button when ready
Statusz Waiting

Device Serial Humber: 100001
Current Firmware R evision: REV

Available Fimware Revision:  REV

continue. PLEASE NOTE: The text that
appears might be different to the text that
appears on your screen.

. . “ ” i e 7
3. When the following box appears, click “OK"to 7" t S|
| |
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4. The following screen will you know your masterd r ]

current firmware revision. Click “Yes” to

continue. §

1 Current revision: 26.000000
L' An update is available for this device.
| Do you wish to update this device now?

5. _The foII_owmg window will give you — - '-x— T 2

instructions. Be sure to follow these

instructions, and click “OK” to continue.
. Programming will take about 20 seconds,
$ Do not disconnect theDiscovaryduring this time
Press OK when ready or Cancel to cancel

6. The “Discovery Hardware Module
Maintenance” Menu will now begin to update
the firmware. PLEASE NOTE: During this
process, make sure that nothing else is to be
occurring as this can cause problems in
writing the Discovery Firmware. You can tell [f| e Fmaee.. Please wat
that th|S |S OCCUI’I’Ing, because’ the Status Status: ‘wiiting Line: 194 of 1550 to mseoeryLength: 43
line number will be Changing_ Device Serial Mumber: Serial Number: 50334

Current Firrmware B ewvision: first pass: 24 21:1 2213 531 fwis: 24

IMPORTANT MOTICE:

[io not use this contral unless instructed to do so by BrainMaster Technalogies, Inc.

Inappropriate uze of thiz control could cauze you to have to return your device to the factory.

Available Firmware Revision:  Revized Fimware Found

Check [ [
todule Oose

7. When the following screen appears, click
“OK” to continue. On the “Discovery
Hardware Module Maintenance” menu, click

“Close” Programming completed successfully.

Device will now reset itself,

Your Discovery is now using the most up-to-date Firmware.
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